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DESIGN VISION

LAYERED'SUBTROPICAL PLANTING ] APE INTEGRATION
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3D SITE MODEL — FEATURE TREES
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MATERIALS PALETTE

XTREME GUARD GROOVED
Sandy Bay

TRAVERTINE BEIGE LEDGESTONE CLADDING MODWOOD XTG SOLARSMART POLY
600x600 porcelain, honed finish Matural stacked stone, warm grey 137x23mm, Sandy Bay Multiwall polycarbonate, clear
Patio paving, pool surr ! 0ns Feature wall, front entry planter r ola fi Pergola roofing, filtered it
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PLANT PALETTE

Olea europaea 'Swan Hill' Heliconia psittacorum Westringia ‘Grey Box' Syzygium 'Resilience’
FRUITLESS OLIVE GOLDEN TORCH COASTAL ROSEMARY LILLY PILLY

Feature tree, er Tropical accent, rear garder Clipped hedging, front path Boundary hedge, screening

P |
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SETOUT & SURFACES PLAN

SURFACE LEGEND

. Travertine Porcelain

. Honed Concrete

. Spray Coat

. Decomposed Granite

i Composite Deck

i Zoysia Turf

NOTES: THIS PLAN IS FOR DESIGN INTENT ONLY AND IS NOT CONSTRUCTION DOCUMENTATION. ALL MEASUREMENTS ARE INDICATIVE AND MUST BE CONFIRMED ON SITE. STRUCTURAL, ENGINEERING, DRAINAGE AND ELECTRICAL
WORKS REQUIRE DESIGN AND CERTIFICATION BY RELEVANT LICENSED PROFESSIONALS. ALL WORKS ARE SUBJECT TO LOCAL AUTHORITY APPROVAL WHERE REQUIRED.

Habitat Landscape Design All Rights Reserved. Copyright of this drawing and designs belongs to Habitat Landscape Design (Habitat Landscape Management Pty Ltd) and may not be copled, used. sold, transferred. or rapraduced in whole ar In part i any form. withaut prior agreement with Habitat H
SLIDE 6 Landscape Design. Repraduction of this dacument in any part or whole constitutes an infringament of the copyright act. Da nol scale from this drawing. All dimenslans are indicative only and must ba verified on site before commencing works. All content remains intellectual property of Habitat HABITAT

Landscape Design until final payment.



MATERIALS SCHEDULE

MATERIAL / PRODUCT

APPLICATION

QTy

SIZE REFERENCE

HARDSCAPE / SURFACES

Dwelling Travertine Beige Porcelain
Honed Concrete — Salt & Pepper
s l ModWood XTG — Sandy Bay

=T
: Nara Native Zoysia

i : % Binded Decomposed Granite

Patio paving & house perimeter

Pool surround with grass strip cutouts

Front deck & rear deck

All lawns & pool grass strips

Garden path surface

18 m?

22 m?

35 m?

95 m?

14 m?

600x600mm

P5 slip rated

137x23mm

As required

+ 4% cement

EDGING /| RETAINED EDGES

FormBoss REDCOR Corten 150mm

Bush Rock Boulders

Garden path & bed edging

Retaining walls — rear slope

24 Im

TBC

1.6mm x 2440

As required

FENCING / WALLS / GATES

Natural Ledgestone Cladding

Aluminium Batten Gate & Fence — White

Frameless Glass Pool Fence

Gate pillars, mailbox, deck wall, planter

Front pedestrian gate & fence infill

Pool perimeter — compliant

1 gate + 4 Im

17.5Im

~40mm panels

40x40mm, 1200H

1200H
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PLANT SCHEDULE — FRONT GARDEN & STREETSCAPE

SPECIES COMMON NAME HXW SPACING QTy NOTES
‘ ‘ I Olea europaea ‘Swan Hill' WEESILELED Non-Fruiting Olive 6-8 x 4-5m Feature 2 Potted feature — flanking entry. 400mm pot, mature stock
Agave attenuata Foxtail Agave 1.2x1.5m Feature 1 Centrepiece in raised planter
Senecio serpens Blue Chalk Sticks 0.3x04m 0.25m clc 8 Trailing over planter edge
Kalanchoe thyrsiflora Paddle Plant 0.3x0.3m 0.3mclc 3 Sculptural accent
Westringia 'Grey Box' Coastal Rosemary 1x1m Feature 4 Clipped balls along path

Zone total: 18 plants (incl. 2 feature trees)

See Planting Layouts appendix for illustrative sefout examples
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PLANT SCHEDULE — REAR GARDEN & BOULDER WALLS

SPECIES COMMON NAME HXW SPACING QTY NOTES

Casuarina 'Cousin It' Cousin It 0.15x2m 1.5m clc 5 Cascading over boulder walls

Myoporum parvifolium Creeping Boobialla 0.15x1m 0.8mclc 12 Matrix groundcover

Scaevola 'Purple Fusion' Purple Fan Flower 0.2 x0.6m 0.5mclc 8 Colour accent drifts

Dianella 'Little Rev' Flax Lily 0.4 x0.3m 0.3mclc 10 Edge transitions

Tristaniopsis laurina ‘Luscious' LD Water Gum 58 x3-4m 1.5m clc 5 Pleached screen — rear boundary. Dense glossy canopy, bronze new growth
Syzygium 'Resilience’ Lilly Pilly 3 x 1.5m 1.2m clc 6 Boundary hedge

Zone total: 46 plants (incl. 5 hedge trees)

See Planting Layouts appendix for drift unit illustratives showing planting rhythm per zone
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PLANT ZONES, DRAINAGE, IRRIGATION & LIGHTING

SERVICES SUMMARY

Planted area ~185 m?

Irrigation zones 4 (front, pool, rear upper, rear lower)

Drainage Strip drain around pool, sub-surface ag pipe in rear
garden, natural fall to boundary

Lighting Iaxhpath lights, 4x uplights (feature trees), 2x step
ights

NOTES: DRAINAGE, IRRIGATION AND LIGHTING LAYOUTS ARE INDICATIVE ONLY. ALL SERVICES REQUIRE DESIGN, INSTALLATION AND CERTIFICATION BY LICENSED PROFESSIONALS. LOCATIONS AND QUANTITIES ARE SUBJECT TO
SITE CONDITIONS AND FINAL ENGINEERING.

Habitat Landscape Design All Rights Resarved. Copyright of this drawing and designs balongs to Habilat Landscape Design (Habilat Landscape Managemen! Pty Ltd) and may not be copled, used, sold, transferred, or reproduced in whale or in part in any form, witheut prior agreement with
SLIDE 10

Habital Landscape Design. Repreduction af this document in any part or whole constitutes an infringement of the copyright act. Do not seale from this drawing. Al dimensions are mdicative only and musl be verified on site before commencing waorks. AR content remains intellectual proparty of H
Habitat Landscape Design until final payment. HABITAT



SPECIES GALLERY — KEY SPECIES

Olea europaea 'Swan Hill' Heliconia psittacorum Casuarina ‘Cousin It’ Agave attenuata
FRUITLESS OLIVE GOLDEN TORCH COUSINIT FOXTAIL AGAVE

canopy, sculptural form, drought-hardy .2m, tropical accent. year-round bloom Ground-hugging, 2m spread, cascading habit ysette, architectural, low-water
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PLANTING LAYOUTS — ILLUSTRATIVE EXAMPLE

Each zone in the full plan includes a drift unit illustrative showing the planting rhythm, density, and layering. The installer uses
these as a visual guide — not a literal map — to distribute plants across the actual bed. HOW TO READ THE LAYOUTS

Each drift unit represents a sample area of the zone at scale. Repeat the rhythm and density
across the full bed. Circles show mature canopy spread — newly planted stock will look sparse
for 6-12 months. The schedule (not the drift) is the source of truth for quantities.

INSTALL DAY — LAY OUT FIRST

DRIFT SAMPLE — 3m x Zm (6 of 25 m* bed) 1. Place every pot for the zone on the ground first — features in position, groundcover filling gaps.
2. Follow the drift rhythm — groups of 3-5, deliberate gaps, no single-file rows.

3. Stand back and assess. Tighten or open spacing if over/under.

4. Only then start digging. Plant by species — features first, then matrix.

@
o

Cousin It Cousin It

cascading
cascading PLANTING & SOIL

Iyoprnie Dig holes 2x pot width, same depth as root ball. Set roots at soil level — never bury the crown.
P'u_l:_plt Mix existing soil with quality garden soil (not straight compost). Apply 50-75mm natural bark

i mulch, 50mm clear of stems. In heavy clay, mound beds 100-150mm above grade.

@

LAWN / PATH EDGE

WATERING & MAINTENANCE

Weeks 1-4: Deep water every 2-3 days. Weeks 4-12: Twice per week. After 12 weeks: Once
per week or less. Feed with slow-release in spring and autumn. Light prune after flowering. Top
up mulch to 75mm seasonally.

nd rhythm only. Totals from plant schedule. Circ
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LANDSCAPE SPECIFICATIONS

GENERAL NOTES
Landscape plans to be read in conjunction with all relevant consultants' plans

including Architects, Hydraulics, Civil, Geotech, and Arbericultural Report.
Contractor to verify all dimensions on site.

LANDSCAPE CONTRACTOR

Must be licensed with appropriate insurances before commencing work on site.
Sign in daily with construction manager. Provide method statements as required.

MATERIALS

All materials as per specifications unless otherwise confirmed by owner/client.
Refer to materials schedule for product details and suppliers.

LOCATION OF SERVICES

Confirm location of all services before commencing any excavation works. Dial
Before You Dig (1100). Damaged services to be repaired at contractor's expense.

SET OUT

Confirm set out with construction manager prior to commencing. All
measurements to be taken from approved architectural drawings. Report
discrepancies immediately.

SITE PREPARATION

Notify construction manager before earthworks commence. Sediment control
devices to be in place at all times. No runoff to leave site during works.

SERVICE CONDUITS

Install conduits under all hardstand areas for future irrigation and electrical access.

Confirm locations with builder prior to concrete pour.

INGROUND DRAINAGE

All drainage must fall to stormwater legal point of discharge. Install subsoil
drainage to all contained garden areas. Mulch to be separated from drainage pits
by gravel surround cloth (geofabric).

HARDSCAPE

All hardscape materials to comply with Australian Standards. Refer to setout plan
and materials schedule for specifications. Protect finished surfaces during
construction.

GARDEN EDGING

Refer to landscape plans and materials schedule for edging types and locations.
Construct to Australian Standards. Ensure alignment is true and level.

RETAINING WALLS
Construct to Australian Standards with AGI pipe to legal discharge point. geofabric

lining and drainage gravel backfill. Engineer certification required for walls over
B600mm.

LIGHTING

All garden lighting minimum IP65 rating. Install to manufacturer specifications and
Australian wiring standards. Refer to plans and materials schedule.

TRELLIS SYSTEM

Stainless steel mesh/wire attached to fence posts as shown. Climbers to be
minimum 500mm height at planting.

SOIL
Organic topsoeil to be provided to all turfed and planting areas where native soil is

not sufficient. Soil to be free of rubbish, weeds, and contaminants. Minimum
300mm depth to garden beds.

SHRUBS & GROUNDCOVERS

Install per landscape plans and plant schedule. All plants to be free from stress,
disease, and pests. Install to Australian Standards. Water in thoroughly.

TREES

Install per landscape plans and plant schedule. Stake trees appropriately for
establishment period. Refer to typical details for correct planting method.

MULCH

Organic mulch to be applied at minimum 75mm depth to all garden beds except
those finished in pebbles (min 50mm). Keep mulch clear of plant stems by 50mm.

Top up as required.

TURF

Install turf as shown on setout plan. Professional installation to Australian
Standards. Water immediately and thoroughly after laying.

IRRIGATION

Automatic sprinkler and drip irrigation on separate systems. Include rain sensor
and programmable timer. Zone appropriately for plant types.

ESTABLISHMENT

Maintain, water, and fertilise all plantings as reguired. Replace any failed plants.

Remove tree stakes when established.
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DRAWING REFERENCES

SITE PLAN — FLATTENED AERIAL REFERENCE

NOTES: REFERENCE DRAWINGS, SATELLITE IMAGERY AND SITE PLANS ARE SOURCED FROM CLIENT-SUPPLIED PLANS, PUBLICLY AVAILABLE AERIAL PHOTOGRAPHY, AND COUNCIL PROPERTY REPORTS. THEY HAVE NOT BEEN
INDEPENDENTLY VERIFIED OR SURVEYED BY THE LANDSCAPE DESIGNER. REFERENCES ARE NOT TO SCALE. BOUNDARIES, SETBACKS, EASEMENTS, UNDERGROUND SERVICES AND SITE LEVELS MUST BE VERIFIED BY A LICENSED
SURVEYOR OR RELEVANT PROFESSIONAL PRIOR TO COMMENCEMENT OF ANY WORKS. HABITAT LANDSCAPE DESIGN ACCEPTS NO LIABILITY FOR THE ACCURACY OF REFERENCE MATERIAL OR ANY DISCREPANCY BETWEEN
REFERENCE DRAWINGS AND ACTUAL SITE CONDITIONS. THE LANDSCAPE DESIGNER'S PLANS AND SPECIFICATIONS ARE BASED ON THESE REFERENCES AND MAY REQUIRE AMENDMENT IF SITE CONDITIONS DIFFER FROM WHAT |15
SHOWN.
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SITE OVERLAYS & PLANNING CONTEXT

SOURCES REVIEWED

The following publicly available mapping tools were reviewed as context for design decisions:

» QLD Globe (State Government) — property boundaries, contours, aerial imagery

* Gold Coast City Plan Interactive Mapping — zoning, overlays, flood, bushfire, heritage

* Council Property Report — lot details, overlay summary, planning scheme references

OVERLAYS IDENTIFIED

OVERLAY

Flood

Acid Sulfate Soils

Bushfire
Heritage
Waterway Corridor

Vegetation
Management

FINDING

Defined flood level
identified

Class 2 — below 5m
AHD

Mot identified
Not identified

Canal frontage — tidal

Mot identified

DESIGN CONSIDERATION

Planting tolerances considered, drainage fall to legal
discharge

Mon-reactive retaining materials specified (bush rock, not
steel/timber)

Salt-tolerant species, setback from seawall considered

IMPORTANT — SCOPE OF THIS REVIEW

This overlay review is based solely on publicly available mapping tools accessed at the time of design. It is

preliminary observation only and does not constitute a professional planning assessment, overlay

interpretation, or compliance check.

The landscape designer does not interpret the regulatory impact of any overlay, determine whether works

trigger a development application, or assess compliance with the planning scheme. These determinations

are the responsibility of:

+ Local planning authority (Gold Coast City Council) — overlay requirements, DA triggers, planning
scheme compliance

+ Town planner — overlay assessment, development applications, code compliance

« Certifier / building surveyor — structural compliance, flood level certification

« Geotechnical engineer — acid sulfate soil management plans

« Hydraulic engineer — stormwater, drainage design. flood mitigation

« Client / landowner — confirming all required approvals are in place before works commence

Overlays, easements, underground services, and planning constraints may exist that are not visible in the

tools reviewed. Always confirm with the relevant authority before proceeding with any works.

HOW THIS INFORMS THE DESIGN

Where overlays are identified, the design considers them in material and species selection (e.g. non-
reactive materials in acid sulfate areas, salt-tolerant species near tidal waterways, drainage fall in flood-

prone zones). These are design-intent considerations only — they do not replace the need for professional

assessment or approval where required.
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